
GENERAL DESCRIPTION
Realzinc™ HIGIENE is the �rst-ever made-in-Malaysia antimicrobial 
galvanized iron (GI) sheet which is specially designed for Mechanical 
Ventilation & Air- conditioning (MVAC). It is the best material for 
ventilation system to improve indoor air quality.

TYPICAL USES
Specially developed for heating, ventilation and air-conditioning
(HVAC) system application

STANDARDS
MS 2660 certi�ed by SIRIM QAS International Sdn. Bhd.

PREFERRED SUBSTRATE
Cold-rolled carbon steel

POST-TREATMENT
Thin organic coating

ZINC COATING MASS
Z120~Z275 (120-275g/m2)

WARRANTY
Not applicable for warranty

CHEMICAL COMPOSITION

RoHS test

Uniform Paint test

Test Report Method of Test

RoHS Directive 2011/65/EU and
(EU) 2015/863 (amendment in Annex II)

SIRIM ECO Label criteria 32 standard
clause 4.2.3.2 method IEC 62321-5

CSC STEEL HOLDINGS BERHAD
CSC STEEL SDN BHD 
180, Kawasan Industri Ayer Keroh, Ayer Keroh, 75450 Melaka, Malaysia. 
T: 606 231 0169 (Hunting)   F: 606 231 0167/9166   E: sales@cscmalaysia.com (Sales)
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PRODUCT COMPLIANCE TEST REPORT 

MECHANICAL PROPERTIES

MS 2660

Steel Grade

01

550

-

550 min

Standard

-

570 min

-

-

Yield Strength
(MPa)

Tensile Strength
(MPa)

Elongation
(%)

TECHNICAL
DATA SHEET

Condition

Surface Condition

Surface Treatment

Minimized/Extra Smooth Spangle 

Anti-bacterial Organic Coating

Grade

Carbon

Silicon

Manganese

Phosphorus

Sulphur

Guaranteed Max %

01

0.150

0.040

0.600

0.050

0.035

550

0.250

0.040

1.500

0.035

0.035

Element


