
CHROME-FREE
COATING WITH
MAXIMUM PROTECTION
Galvanized steel with chrome-free coating for safer usage
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CSC STEEL HOLDINGS BERHAD
CSC STEEL SDN BHD 
180, Kawasan Industri Ayer Keroh, Ayer Keroh, 75450 Melaka, Malaysia. 
T: 606 231 0169 (Hunting)   F: 606 231 0167/9166   E: sales@cscmalaysia.com (Sales)

RELIABLE  |  EXPERIENCED  |  ACCOUNTABLE  |  LONG LASTING

RECYCLABLE WARRANTYCOATING

With over 30 years of �at steel manufacturing experience, 
CSC Steel Sdn. Bhd. (CSC Malaysia) has become a 
reputable and renowned company – having market 
penetration in Malaysia’s and international steel supply 
chains. CSC Steel Holdings Berhad (CHB) was listed on 
the Main Market of Bursa Malaysia in 2004 (CSCSTEL 
5094). CSC Malaysia is specialized in manufacturing 
pickled and oiled steel coils (PO), cold rolled steel coils 

(CR), galvanized steel coils (GI) and pre-painted steel coils 
(PPGI & PPGL) for the building material industry, 
automotive industry, E&E industry and etc. Having built on 
the strength of the management experience and 
technological expertise of the parent company, China 
Steel Corporation of Taiwan, CSC Malaysia is committed 
to meeting all challenges to provide customers with 
high-quality products and value-added services.

ABOUT US



• Chromate-Free

 Free of toxic substances such as hexavalent 
chromium, ensuring human safety and 
environmental compliance.

• Anti-Fingerprint Resistance

 Keeps surfaces clean and smudge-free.

*Terms & conditions apply

ADVANTAGES

Realzinc™ Cr-Free is galvanized steel enhanced with a chrome-free, thin 
organic coating, offering superior corrosion resistance and eco-friendly 
protection.

REALZINCTM Cr-Free 

• Enhanced Corrosion Resistance

 Protects steel surfaces from corrosion, 
extending the life of your products.

• Home appliances
   (e.g., Air conditioning parts,
    TV panels, Washing machine parts)

• Electrical & electronic devices

END USAGES

CHEMICAL COMPOSITION

Carbon

Silicon

Manganese

Phosphorus

Sulphur

Guaranteed max % SGCC

0.15

0.04

0.80

0.05

0.05

SPECIFICATIONS
Standard

Preferred Substrates

Post-treatment

Dimensions

Zinc Coating Mass

Surface Appearance

Corrosion Resistance

Paintability

MS2660

Cold-rolled carbon steel

Chrome Free Organic Coating

BMT: 0.20~2.00mm; Width: 914~1,250mm

Z080~Z27 (80~275g/m2)

Minimized / Extra Smooth Spangle with transparent
coating

72 hours Salt Spray Test (≤5% white rust area)

Can be painted (Polyester, PU and Epoxy) /
powder coated (Acrylic and Alkyd)

PRODUCT COMPLIANCE TEST REPORT
Test Report

RoHs Test

Uniform Paint test

Method of Test

RoHS Directive 2011/65/EU and 
(EU) 2015/863 (amendment in Annex II)

SIRIM ECO Label criteria 32 standard
clause 4.2.3.2 method IEC 62321-5

*Testing and adjustment on point may necessary for better coating performance

SGCD1

0.12

0.04

0.60

0.04

0.04

SGCD2

0.10

0.04

0.45

0.03

0.03

Test

MECHANICAL PROPERTIES
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Steel
Grade

Yield Strength
(MPa)

-

300 max

260 max

220 max

Tensile Strength
(MPa)

-

430 max

410 max

410 max

Elongation
(%)

-

24 min

26 min

29 min

Standard

MS 2660


